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Oltre a questi polimeri, qualitativamente tra i migliori 
in commercio, Sifra International è in grado di offrire 
formulazioni speci� che per ogni esigenza produttiva.

Besides these polymers, qualitatively among the best on 
the market, Sifra International is able to offer speci� c 
formulations for each production requirement.

POLYURETHANES TABLE
TABELLA POLIURETANI

PREPOLIMERI
Technical property

TDI ESTERE – AS
TDI ESTER – AS

TDI ETERE – AN
TDI ETHER - AN

ROTAZIONALE - RF
ROTATIONAL - RF

CARATTERISTICHE TECNICHE
Technical Features

Alto livello di proprietà � siche
High level of physical properties

Buon livello di proprietà � siche
Good level of physical properties

Discreto livello di proprietà � siche
Reasonable level of physical properties

Notevole performance dinamica
Remarkable dynamic performance

Buona performance dinamica
Good dynamic performance

Discreta performance dinamica
Discrete dynamic performance

Ottima resistenza taglio e abrasione
Excellent resistance to cutting and abrasion

Buona resistenza all’idrolisi
Good hydrolysis resistance

Buona resistenza taglio e abrasione
Good resistance to cutting and abrasion

Buona resistenza chimica
Good chemical resistance

Buona resistenza alla temperatura
Good temperature resistance

Buona resistenza all’idrolisi
Good hydrolysis resistance

Ottima resistenza all’ozono
Excellent resistance to ozone

Ottima resistenza all’ozono
Excellent resistance to ozone

Ottima resistenza all’ozono
Excellent resistance to ozone

Molto bassa isteresi elastica
Very low hysteresis elastic

Bassa isteresi elastica
Low elastic hysteresis

Alta resilienza
High resilience

DUREZZE
Hardnesses

SH A da 50 a 95
SH A from 50 to 95

SH A da 70 a 95 � no a 75 SH D
SH A from 70 to 95 up to 75 SH D

SH A da 70 a 95
SH A from 70 to 95


